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(57) Abstract: The invention relates to a lamp with single-sided 
socket, in particular, a high-pressure lamp with a vacuum-tight sealed 
inner vessel, enclosed by a cladding piece, whereby a socket with 
electrical connectors, supporting the inner vessel and the cladding 
piece, is characterised in that: a) the socket comprises a socket plinth, 
made from an insulating material with a central opening surrounded 
by collars in which the inner vessel is fitted without bonding, b) the 
socket plinth comprises a circular radially-projecting segment with 
upper and lower plateaux for the socket, c) the cladding piece has a 
circular opening to the socket side thereof with a radially-projecting 
edge with an upper and lower contact surface relative to the socket, 
whereby the lower contact surface of the edge matches the upper 
plateau of the circular radially-projecting segment of the socket plinth 
and d) the cladding piece is fixed to the socket by a cement free 
mechanical fixing mechanism. 

(57) Zusammenfassung: Einseitig gesockelte elektrische Lampe, ins- 
besondere Hochdrucklampe, mit einem vakuumdicht abgeschlossenen 
InnengefaB, wobei dieses von einem Hiillteil umgeben ist, wobei ein 
Sockel mit elektrischen Anschlussen einerseits das InnengefaB und an- 
dererseits das Hiillteil tiagt, mit folgenden Merkmalen: a) der Sockel 
weist einen aus isolierendem Material gefertigten Sockelstein auf, der 
eine zentrale Offnung mit umgebenden Kragen besitzt, in der das In- 
nengefaB kittlos aufgenommen ist; b) der Sockelstein besitzt ein kreis- 
f5rmiges, radial vorspringendes Segment mit einem bezogen auf den 
Sockel zugehSrigen oberen und unteren Plateau; c) das Hiillteil besitzt 
sockelseitig eine kreisformige Offnung mit einem radial vorspringen- 
den Rand, der bezogen auf den Sockel eine untere und obere Kontakt- 
flache aufweist, wobei die untere Kontaktflache des Rands mit dem 
oberen Plateau des kreisformigen, radial vorspringenden Segments am 
Sockelstein zusammenpasst; d) das Hiillteil ist am Sockel durch einen 
kittfneien mechanischen Haltemechanismus befestigt. 
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